
2.  Hazards  Identific ation 
A.  C las s ific ation of the s ubs tance or mixture :  

Flammable liquids : Hazard category 3 

Aspiration hazard : Hazard category 1  

Acute toxicity, dermal : Hazard category 4  

Carcinogenicity : Hazard category 2  

Reproductive  toxicity: Hazard category 1B  

S peci�c target organ toxicity , single exposure : Hazard category 2  

S peci�c target organ toxicity, repeated exposure : Hazard category 2  

Mixture is classi�ed  as  dangerous ac cording to Directive 1999/45/EC .  

For full text of R - phrases and Hazard -  and EU Hazard - statements: S ee SECTION 1 6 

 

B .  Label elements ,  inc luding prec autionary s tatements  

Hazard symbols  

 

(Material Safety Data Sheet) 

 

1.  Produc t and C ompany Identific ation 

A.  Produc t Name :    EU2-1BK (Black pigment)

B .  R ecommended us e of the c hemic al and res tric tions  on us e:   Solvent-based cleaning solution for
inkjet printer

Do not use for the other application. Restricted to professional users.

C .  Manufac turer :   

     Name : Smartcolor Srl

     Address  : Via Verrotti - Espansione 2 - n.36 - 65015 Montesilvano (Pescara) - ITALY

                

     Emergency telep hone number  : +39 085 4451443 



Signal word  : Danger  

c las s ified as  dangerous  ac c ording to R egulation (E C )  No 1272/2008.  

 

Hazard statement :   

H226 : Flammable liquid and vapour  

H30 4 : May be fatal if swallowed and enters airways  

H312 : Harmful in contact with skin  

H351 : Suspected of causing cancer  

H360 : May damage fertility or the unborn child  

H371 : May cause damage to organs  

H373 : May cause damage to organs through prolonged or repeate d exposure  

Precautionary statement :  

Precautionary  :  

 P201 : Obtain Special instructions before use.  

 P202 : Do not handle until all safety precautions  have been read and understood.  

 P210 : Keep away from heat/sparks/open �ames/hot surfaces. –  No smoki ng.  

 P233 : Keep container tightly closed.  

 P240 : Ground/bond container and receiving equipment.  

 P241 : Use explosion - proof electrical/ventilating/lighting/ …/equipment.  

 P242 : Use only non - sparking tools.  

 P243 : Take precautionary measures against stat ic discharge.  

 P260 : Do not breathe dust/fume/gas/mist/vapours/spray.  

P264 : Wash …thoroughly after handling.  

 P270 : Do not eat, drink or smoke when using this product.  

P280 : Wear protective gloves/protective clothing/eye protection/face protection.  

 P28 1 : Use personal protective equipment as required.  

Countermeasure  :  

 P301+P31 0 : If swallowed –  Immediately call a poison center or doctor/physician.  

P302+P352 : If on skin –  Wash with plenty of soap and water.  

 P303+P361+P353 : If on skin(or hair) –  Remo ve/Take o� immediately all contaminated  

clothing. Rinse skin with water/shower.  

P308+P313 : If exposed or concerned –  Get medical advice/attention.  

P309+P311 : If exposed or if you feel unwell –  Call a poison center or doctor/ physician .  

         P312 : C all a poison center or doctor/ physician  if you feel unwell.  

         P314 : Get medical advice/attention if you feel unwell.  

         P322 : Speci�c measures (see … on this label). … Reference to supplemental �rst aid  



instruction.  

         P331 : Do not induce vomiting.  

P363 : Wash contaminated clothing before reuse. .  

         P370+P378 : In case of �re –  Use … for extinction.  

                     … Manufacturer/supplier or the competent authority to specify appropriate media.  

        Storage  :  

 P403+P235  : Store in a well - ventilated place. Keep cool.  

 P405 : Store locked up.  

Disposal  :  

      P501 : Dispose of contents/ container to … 

            … in accordance with local/regional/national/international regulation(to be speci�ed).  

      C .  Other hazards  whic h do not res ult in c las s ific ation :  

No information available  

 

3.  C ompos ition Information 

Ingredients  
% B y 

weight 
C AS  No.  E C  No.  

C las s ific ation 

Note 67/548/
E E C  

C LP 

Hazard 
c las s  and 
c ategory 

c odes  

Hazard 
s tatement 

Pic togram/ 
S ignal word 

2- butoxyethyl 
acetate  

70 < C < 
80 

112 - 07 - 2 903 - 933 - 3 
Xn; 

R20/21  

Acute Tox. 
4 

(Derm., 
inhalation)  

H332  
H312  

  

2- methoxy - 1-
methylethyl  
Acetate  

20 < C < 
30 

108 - 65 - 6 203 - 603 - 9 R10  Flam. Liq. 3  H226  
GHS02  

Wng  
 

 
 
4.  F irs t- aid meas ures  

A.  E ye c ontac t :  While lifting  upper eyelid, �ush eyes with plenty of water for at least 15 minutes,  

and then get immediate medical attention.  

If the person develops a symptom, move him to an area where fresh air is  

available.  

B .  S kin c ontac t :  Get medical attention, if needed.  

Wash skin with soap and plenty of water for least 15 minutes.  

                 Thoroughly clean and dry contaminated clothing and shoes before reuse.  

                 Remove contaminated clothing and shoes and wash skin with water and soap  

for at least 15 minut es.  

C .  Inhalation :  If breathing is di�cult, give oxygen.  

Give arti�cial respiration if not breathing, and get immediate medical attention.  

If the person develops a symptom, move him to an area where fresh air is available.  



              If the person d evelops a side e�ect, more him to an area free of contamination.  

D.  Inges tion :  Get medical attention.  

              If victim is conscious, give 2 - 4 cups of water or milk.  

              If the person has swallowed a large quantity, let him get medical at tention.  

If person is unconscious, turn head to side.  

If vomiting occurs, keep head lower than hips to help prevent aspiration.  

E .  Indic ation of immediate medic al attention and s pec ial treatment needed,  if neces s ary :  

When it’ s been consumed, wash the st omach.  

    Consider providing additional oxygen.  

   

5.  F ire- fighting meas ures  

A.  F ire extinguis hing agent :   

Appropriate �re extinguisher  : Powder �re extinguishing agent  

                            Spray stream  

                Carbon dioxide  

                            General foam extinguishing agent  

                Alcohol resistant foam extinguishing agent  

                            Water  

Improper �re extinguishing agent  : No data available.  

For a large �re  : Use alcohol resistant foam extinguish ing agent, or �ood with �ne water spray.  

               Use general foam extinguishing agent, or �ood with �ne water spray.  

               Move containers from �re area if it can be done without risk.  

               Keep �re extinguishing water in a dike or ditch to handle later.  

B .  C ertain toxic  materials  produc ed by c hemic al agents .  

Products from thermal cracking  : Discharge of toxic smoke, like carbon oxide, sulfur compounds, 

acrolein and nitroxide.  

Fire and explosion hazards  : There’ s a small chan ge of �re.  

                A mixture of vapor and air can be explosive at above a certain  

 ignition point.  

Vapor or gas can spread instantly after being ignited from a  

 distanced ignition point.  

 Vapor is heavier than air.  

Halogen gas can be produced when  it contacts metal.  

May develop irritating, corrosive, or toxic gases by �re.  

C .  Protec t gears  that s hould be worn while c ontrolling fire and preventive meas ures  :   

Move containers from �re area if it can be done without risk.  

Cool container with �oodin g quantities of water until well after �re is out.  



Do not approach both ends of the tank.  

When there’ s a �re in shipping and unloading or storage area  : Cool container with �ooding  

quantities of water until well after �re is out by using unmanned hose  holders or monitor nozzles.  

If that is not possible, consider following preventive measures.  

Keep unnecessary people away, isolate hazard area and deny entry. And allow the �re to burn  

itself out.  

Withdraw immediately in case of rising sound from safety devices due to the �re or discoloration  

of tank.  

Fire involving tank, rail, car, or tank truck  : Evacuation for 0.8Km (1/2 mile) in all directions .  

Shut o� the source of the leakage before trying to extinguish �re.  

Flood with �ne water spray.  

Do not scatter spilled material with high - pressure water streams.  

Cool containers with water spray until well after the �re is out.  

Apply water from a protected location or from a safe distance.  

Avoid inhalation of material or combustion by - products.  

Stay upwind  and keep out of low areas.  

Dike for later disposal.  

Use extinguishing agent appropriate for surrounding �re.  

The most e�ect measures would be removing fuel source and su�ocating by blocking air supply.  

 

6.  Ac c idental releas e meas ures  

A.  Pers onal prec autions ,  protec tive equipment and emergenc y proc edures   

Absorb with paper.  

Ventilate to eliminate all vapors, and burn papers.  

Eliminate all ignition sources.  

Absorb with dry earth, sand or other non− combustible material, and place in a container.  

Ventilate  a closed area before entering.  

Use water spray to reduce vapors.  

Store in an area separated from water supply and sewer.  

Check shipping information and included documents, and contact related agencies and  

companies to �nd detailed information on the mat erial.  

Keep unnecessary people away, isolate hazard area and deny entry.  

Keep away from heat, �re, �ame and other sources of ignition.  

Stop leak if without risk.  

Deny entry to an area within 25~50m radius from leak, and keep unnecessary people away .   

Sto p leak, if it can be done without risk to worker.  

Stay upwind.  



Vaporize the surface leaked.  

Place leaked material in an appropriate container to dispose.  

B .  P rec autions  :  

Store in an area separated from water supply and sewer.  

C .  Methods  and materials  for c ontainment and c leaning up :   

Small leak  : Place leaked material in an appropriate container to dispose.  

Absorb with dry earth, sand or other non− combustible material.  

 Prevent entry into waterways, sewers, basements or con�ned areas.  

 Keep unnecessary people away, isolate hazard area and deny entry.  

 Do not touch a damaged container or spilled material with out wearing proper protective gears.  

 Notify the central government and local independent commission for discharge of amounts  

greater than or equal to the standard.  

Large leak  : Stay upwind and keep out of low areas.  

           Dike for later disposal.  

                   Keep unnecessary people away, isolate hazard area and deny entry.  

 

7.  Handling and s torage 

A.  Prec autions  for s afe handling :  Do not press, cut, weld, solder, join, perforate, grind, or heat.  

                    An empty container containi ng residues (liquid, steam) can be dangerous.  

Store by closing a container.  

                    Store in a closed container.  

                    Do not inhale dust, steam, mist or gas.  

Minimize development and accumulation of dust.  

Use spark - proof tools an d explosion - proof equipment.  

                    Do not inhale or ingest.  

                    Wash hands before eating.  

                    Remove contaminated clothing and wash before reuse.  

                    Perform proper ventilation.  

                    Wash thoroughly after handling.  

                    Use only in a well ventilated area.  

                    Handle according to current laws and regulations.  

                    Do not get in eyes, on skin and clothing.  

                    Avoid �ame,  sparks, static electricity and other ignition sources.  

     B .  C onditions  for s afe s torage,  inc luding any inc ompatibilities  :   

 US Warehouse Regulations: U.S. OSHA 29 CFR 1910.106.  

                         Grounding and equipotential bonding are required.  

                         Avoid contacting halogen or halogen compounds.  



                         Store and handle in accordance with all current regulations and standards.  

                         Keep separated from incompatible substances.  

                         Notify the central government or local independent commission for storage or  

use at amounts greater than or equal to the TP Q (U.S. SARA Section 302).  

SARA  s ection 303 requires facilities s toring a material with a TPQ to  

participate in local  emergency response planning (U.S. EPA 40 CFR 355.30).  

                         Avoid contacting strong oxidizer.  

                         Store in a cool, dry place.  

                         Store in a dark area.  

                         Keep away from sourc es of ignition.  

 

8.  E xpos ure c ontrols /pers onal protec tion 
A.  E xpos ure limits  for c hemic al and biologic al materials  :  

Oc c upational expos ure limit values  lis ted in C ommis s ion Direc tive 2000/39/E C :  

Ingredients  C AS  

Workplac e expos ure limit 

Notation1) 
8- hours  

(time- weighted 
average) 

mg/m3         ppm 

S hort- term 
(15- minute period) 

mg/m3       ppm 

2- Butoxyethyl 
acetate  

112 - 07 - 2   133           20    333         50  skin  

2- Methoxy - 1-
methylethylacetate  

108 - 65 - 6   275           50    550        100  skin  

1) A skin  notation assigned to the occupational exposure limit value indicates the possibility of signi�cant uptake through 

the skin.  

B .  Appropriate engineering c ontrols  :  

    According to studies so far, additional ventilation equipment is not required.  

    If a material has a potential to explode, install explosion - proof equipment in the corresponding  

ventilation equipment.  

    Check if the corresponding exposure level is appropriate.  

    Install a local exhaust ventilation, and make sure it maintains a proper c apture velocity.  

C .  Individual protec tion meas ures ,  s uc h as  pers onal protec tive equipment :  

    Respiratory protection  : Consider warning properties before use.  

None required under normal operating conditions.  

              Under conditions of frequent use  or heavy exposure, respiratory protection may be  

needed.  

              Respiratory protection is ranked in order from minimum to maximum.  

              Wear respiratory protection that has received the Korea Occupational Safety and  

Health Agency’ s black “ Safety”  mark.  

    Eye protection  : Provide an emergency eye wash fountain and quick drench shower in the  



immediate work area.  

              Wear splash - proof eye goggles.  

                   Wear splash resistant safety goggles with a face shield.  

    Hand  protection  : Protective gloves are not required.  

              Wear appropriate chemical resistant gloves.  

    Body protection  : Body protection clothing is not required.  

                    Wear appropriate chemical resistant clothing.  

 

9.  Phys ic al and c hemic al properties  

Properties  Data  Properties  Data  

Appearance  -  
Upper/lower �ammability 
or explosive limits  

Possibl e to  explode above 
�ash point  

Odor  Moderate solvent odor  Vapor pressure  No data available  
Odor threshold  No data available  Vapor density  No data available  
pH  No data available  Relative density  0.9 42  
Melting point/  
Freezing point  

Less than - 63�  Solubility in water  < 0.01  

Boiling point  Greater than 145 �  
Partition coe�cient  
n- octanol/water  

No data available  

Flash point  Greater than 42�  
Auto ignition  
Temperature  

No data available  

Evaporation rate  No data available  
Decomposition  
temperature  

No data available  

Flammability 
(Solid/Gas)  

No data available  Viscosity  No data available  

 

10.  S tability and reac tivity 

 A.  C hemic al s tability :  Do n ot store for an extended period, or store or use in an area in direct  

c ontact  with air and sun and above room temperature.  

                         May form explosive peroxides.  

Stable at room temperature and atmospheric pressure.  

     B .  Hazardous  reac tivity :  Stable at room temperature and atmospheric pressure. Polymerization will  

not occur.  

C .  C onditions  to avoid (elec tros tatic  dis c harge,  s hoc k,  vibration,  etc )  :  Avoid heat, �ames, sparks  

and other sources of ignition.  

                          Keep separated from incompatible substances.  

                          If container is exposed to heat, it may rupture or explode.  

     D.  Inc ompatibility with other materials  :  acid, base, oxidizing agents, metallic oxide, peroxides,  

reducing agents, halogen,  in�ammables, mineral salt.  

E .  Hazardous  dec ompos ition produc ts  :  Produce carbon oxide and sulfur compounds during  



thermal decomposition.  

                        Variety of organic matters, cyanide compounds, ammonia, nitrogen oxide.  

 

11.  Toxic ologic al information    

     A.  Primary route of entry :   

Inhalation toxicity : May cause irritation, nausea, headache , drowsiness, dizziness, dyspnea,  

pulmonary congestion, internal bleeding, blood disorders , kidney failure,  

unconsciousness, loss of coordination(fu nction).  

        Oral toxicity  : May cause hypothermia or fever, change in blood pressure, nausea, vomiting,  

diarrhea, headache , dizziness, stomach pain, chest pain, dyspnea, irregular heart  

beat ,  drowsiness, sleep disorders, blood disorders , kidney fai lure, paralysis,  

convulsions, loss  of coordination(function), pulmonary congestion, convulsions,  

unconsciousness, lethargy.  

        Eye, skin toxicity : Long term exposure can create irritation.  

                         It can be absorbed through skin, making it red and developing irritation.  

     B .  Delayed,  immediate and c horinic  effec ts  following s hort- term and long- term expos ures  :  

        Acute toxicity : No data available.  

Skin corrosion or irritation : Skin rabbit, according to skin Irritation tes t.  

        Severe eye damage and irritation : According to rabbit tests, it can develop corneal opacity with  

pain to human, but it was recovered in a few days.  

Respiratory sensitization : No data available.  

Skin sensitization : No data available.  

Germ cel l mutagenicity : No data available.  

Carcinogenicity : No data available.  

Reproductive toxicity : No data available.  

STOT - single exposure : It develops lethargy, dizziness, dyspnea,  

metabolic acidosis, hematuria, or liver disease. When it is inhaled, it ir ritates nose  

and neck. It develops repetive respitatory irritation.  

STOT - repeated exposure : According to animal tests, inhalation can cause toxic e�ects on  

blood.  

 Aspiration hazard : No data available.  

C .  Numeric al meas ures  of toxic ity (s uc h as  ac ute toxic ity es timates )  :  No data available.  

 

12.  E c ologic al information 

     A.  Aquatic  and/or terres trial organis ms  toxic ity :  No data available.  

    B .  Pers is tenc e and degradability :  No data available.  

     C .  B io ac cumulative potential :  No data available .  



     D.  Mobility in s oil :  No data available.  

     E .  Other advers e effec ts  :  No data available.  

 

13.  Dis pos al c ons iderations    

     A.  Method of dis pos al :  Dispose the content and container in accordance with all applicable  

regulations of Waste Managem ent Law.  

                   Please dispose by using one of the following methods:  

                    1. Neutralize, hydrolyze, oxidize, or restore it.  

                    2. Incinerate or melt it in high temperature.  

                    3. Solidify it.  

     B .  Dis c ourage s ewage dis pos al :  Consider all cautions speci�ed in all applicable regulations of  

Waste Management Law.  

 

14.  Trans port information      

     A.  UN number :  No data available.  

     B .  UN proper s hipping number :  Not applicable.  

     C .  Trans port hazard c las s  :  Not applicable.  

     D.  Pac king group,  if applic able :  Not applicable.  

     E .  E nvironmental hazards  :  No data available.  

     F .  S pec ial prec autions  for us er:  Not applicable.  

 

15.  R egulatory information 

 A.  R egulation by the Korea Indus trial S afety and Health Ac t :   

Ingredients  C AS  No.   

2- butoxyethyl ac etate 112 - 07 - 2 

Work environment measuring material  
S pecial health diagnosis material 

(Inspection cycle: 12 months)  
Exposure limits for chemical and 

biological materials  

 

B .  R egulation by the E nforc ement Dec ree of the Toxic  C hemic als  C ontrol Ac t :  No data available.  

     C .  R egulation by the S afety C ontrol of Dangerous  S ubs tanc es  Ac t :  No data available.  

     D.  R egulation by the Was te Management Law :  Authorized waste  

     E .  R egulation by other national and international regulations  :  Not applicable.  

There are restrictions for substances classi�ed as toxic to reproduction category 1A or 1B  under 

Title VIII of Regulation (EC) No. 1907/2006 .   



Annex XVII to Regulation (EC) No 1907/2006 -  Restrictions on the manufacture, placing on the 

market and use of certain dangerous substances, mixtures and articles:  

Substances which appear in Part 3 of Annex VI to Regulation (EC) No 1272/2008 classi�ed as 

toxic to reproduction category 1A or 1B (Ta ble 3.1) or toxic to reproduction category 1 or 2 

(Table 3.2) and listed as follows:  

-  reproductive toxicant category 1A adverse e�ects on sexual function and fertility or on 

development (Table 3.1) or reproductive toxicant category 1 with R60 (May impai r fertility) or R61 

(May cause harm to the unborn child) (Table 3.2) listed in Appendix 5  

-  reproductive toxicant category 1B adverse e�ects on sexual function and fertility or on 

development (Table 3.1) or reproductive toxicant category 2 with R60 (May impair fertility) or R61 

(May cause harm to the unborn child) (Table 3.2) listed in Appendix 6:  

1. Shall not be placed on the market, or used,  

-  as substances,  

-  as constituents of other substances, or,  

-  in mixtures,  

for supply to the general public w hen the individual concentration in the substance or mixture is 

equal to or greater than:  

-  either the relevant speci�c concentration limit speci�ed in Part 3 of Annex VI to Regulation (EC) 

No 1272/2008, or,  

-  the relevant concentration speci�ed in Di rective 1999/45/EC.  

Without prejudice to the implementation of other Community provisions relating to the 

classi�cation, packaging and labelling of substances and mixtures, suppliers shall ensure before 

the placing on the market that the packaging of suc h substances and mixtures is marked visibly, 

legibly and indelibly as follows:  

‘ Restricted to professional users’ .  

2. By way of derogation, paragraph 1 shall not apply to:  

(a) medicinal or veterinary products as de�ned by Directive 2001/82/EC and Direct ive 

2001/83/EC;  

(b) cosmetic products as de�ned by Directive 76/768/EEC;  

(c) the following fuels and oil products:  

-  motor fuels which are covered by Directive 98/70/EC,  

-  mineral oil products intended for use as fuel in mobile or �xed combustion pla nts,  

-  fuels sold in closed systems (e.g. liquid gas bottles);  

(d) artists’  paints covered by Directive 1999/45/ EC;  

(e) the substances listed in Appendix 11, column 1, for the applications or uses listed in 

Appendix 11, column 2. Where a date is specif ied in column 2 of Appendix 11, the derogation 

shall apply until the said date.  



Substance classi�ed as toxic to reproduction category 1B  contained in the mixture is  not subject 

to authorization under Title VII of Regulation (EC) No. 1907/2006 .  Other subst ances in the mixture 

are not subject to authorisation under Title VII or restrictions under Title VIII of Regulation (EC) No. 

1907/2006.  

Regulation (EC) No 1907/2006 of the European Parliament and of the Council of 18 December 2006 

concerning the Registrat ion, Evaluation, Authorization and Restriction of Chemicals (REACH), 

establishing a European Chemicals Agency, amending Directive 1999/45/EC and repealing 

Council Regulation (EEC) No 793/93 and Commission Regulation (EC) No 1488/94 as well as 

Council Direc tive 76/769/EEC and Commission Directives 91/155/EEC, 93/67/EEC, 93/105/EC 

and 2000/21/EC;  

Regulation (EC) No 1272/2008 of the European parliament and of the Council of 16 December 2008 

on classi�cation, labeling and packaging of substances and mixtures, amending and repealing 

Directives 67/548/EEC and 1999/45/EC, and amending Regulation (EC) No 1907/2006;  

COMMISSION REGULATION (EU) No 453/2010 of 20 May 2010 amending Regulation (EC) No 

1907/2006 of the European Parliament and of the Council on the Registr ation, Evaluation, 

Authorisation and Restriction of Chemicals (REACH);  

DIRECTIVE 1999/45/EC OF THE EUROPEAN PARLIAMENT AND OF THE COUNCIL of 31 May 1999 

concerning the approximation of the laws, regulations and administrative provisions of the 

Member State s relating to the classi�cation, packaging and labelling of dangerous 

preparations;  

COUNCIL DIRECTIVE of 27 June 1967 on the approximation of laws, regulations and administrative 

provisions relating to the classi�cation, packaging and labelling of danger ous substances 

(67/548/EEC).  

 

16.  Other information 

A.  Literature references  and s ourc es  for data :  Korea Occupational Safety and Health Agency  

SDS was elaborated according to requirements set in Annex II of Regulation (EC) No 1907/2006 

of the European Par liament and of the Council. SDS was prepared using data from the producer.  

 B .  Date of preparation :  22 . Jul . 20 10  

 C .  Lates t revis ion and c hanges  Date :  29 . Mar . 20 13  

D.  E xplanation :  This MSDS (Material Safety Data Sheets) contains health, safety and env ironment  

information, and was written by re�ecting our company’ s current technology. This data  

is not a guarantee for the product’ s character or quality, and should be used only as  

a reference in relation to safe use of the product.  



This product is hig hly recommended to be use for the application described in 1 - b and  

do not use for the other application.  

 

Lis t of relevant ris k phras es  and hazard s tatements :  

R10 Flammable.  

R19 May form explosive peroxides.  

R20 Harmful by inhalation.  

R20/21 Harmful by inh alation and in contact with skin.  

R60 May impair fertility.  

R61 May cause harm to the unborn child.  

H226 Flammable liquid and vapour.  

H312 Harmful in contact with skin.  

H332 Harmful if inhaled.  

H360FD May damage fertility. May damage the unborn child.  

EUH0 19 May form explosive peroxides.  

Ins truc tions  for the training:  Product handling instruction shall be included into the educational 

system about the safety work (initial training, training at the workplace, repeated training) 

according to speci�c conditio ns at the workplace.  

R ecommended res tric tions  on us e ( i. e.  non- s tatutory rec ommendations  by s upplier) :  

Mixture should not be used for any other purpose than for which is appointed (point 1.2). 

Because of the fact that speci�c conditions of use of mixture are out of supplier’ s control, it 

is  responsibility of the user to adjust the prescribed warnings to local laws and regulation s. 

Safety information describes the product in terms of safety and it cannot be considered as 

technical information about product.  

 

 


